
STORM SE WE R SYSTEM 

Existing Facilities 

Selma has approx imatel y 30 9 20 0 feet of storm sewer p i pe which serves th e downtown 
area and th e n ortheas t p orti on o f Selma . The se se wers ar e ver y limited in the i r s er vice 
area and there i s no s t orm sewerage ser vi c e in the fringe areas of the t ow n . Generally 
the major par t of Selma depends u pon n a tural drainage and surfac e runoff j through open 
di t ches. The pipe s y s t em i s composed of th e following: 

36 " pipe 5 ,3 50 fee t 

30 11 pipe 850 fee t 

24 " pipe 2,000 fee t 

18 " pipe 8,850 fee t 

15 " pipe 10,900 fee t 

12 " pipe 2,250 fee t 

Open Ditch 17,800 fee t 

Selma ha s recently co mp l eted a very extensive p rogram of reconstructing dra in age 
ditches and enlarging culverts to accommod ate maximum s torm flooding. This program h as 
elimina t ed the majority of the town ' s maj or problems with s urf a c e runoff. 

Standards 

The storm sewer system should b e capable of d raining all the streets dur ing th e 
heaviest annual r a in fa ll . It should also drain su ch areas as parks. schools, pa rking 
lots , playgrounds , e tc . It must be r e membered that when urban development t a k es p lace 
with more and more hard surfa c es, runoff will b e come more and mor e r ap id , potentiall y 
overloading the natural drainage areas and ca u sing flooding downs t r ea m. 

For this reason , t h e c ommu ni t y should be car ef ul about the numb e r of p ipes a nd the 
q u a n t ity of water i t i s direc ing to one drai n age area . 
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